Rigging Hardware Worksheet

Lift Description: ____________________________________________________________

	Applicable
	Check only those items that are applicable to this lift.

	Yes
	No
	Wire rope Slings are in good condition, have traceable documentation or tagging with current inspection and load test date and sling is marked by manufacturer with name and rated capacity.

	
	
	Synthetic slings are in good condition, have traceable documentation or tagging with current inspection and load test date and marked by manufacturer with name or trademark, manufacturer code or stock number, type of synthetic material and rated capacity for types of hitches.

	
	
	Alloy Steel Chain Slings are in good condition, have traceable documentation or tagging with current inspection and load test date and sling is marked by manufacturer with name or trademark, manufacturer’s grade, chain size, reach, rated capacity and angle upon which rating is based and number of legs.

	
	
	Alloy Steel Chain Slings are in good condition, have traceable documentation or tagging with current inspection and load test date and sling is marked by manufacturer with name or trademark, manufacturer’s grade, chain size, reach, rated capacity and angle upon which rating is based and number of legs.

	
	
	Shackles are in good condition have tagging with load test date and shackle is marked with manufacturer name or trademark, size and safe working load or working load limit marked on the shackle bow.

	
	
	Eye bolts are in good condition, is properly installed, has traceable documentation or tagging with load test date and is marked by manufacturer with name or trademark, (marked with an” A” is alloy).

	
	
	Swivel Hoist rings are in good condition is installed per manufacturer instructions has traceable documentation or tagging with load test date and marked by manufacturer with name or trademark, Safe working load or working load limit, and torque value.

	
	
	Weld less rings are in good condition, have tagging with load test date.

	
	
	Welded rings are in good condition; have tagging with load test date, traceable documentation that ring was designed by qualified engineer, and have been subjected to weld nondestructive testing.

	
	
	Turnbuckles are in good condition; were approved by a qualified engineer or rigging specialist; have tagging with inspection due date, load test date, manufacturer’s name, and rated capacity or capacity.

	
	
	Below the hook lifting devices are in good condition; have traceable documentation or tagging with current inspection and load test date; and are marked by manufacturer with name or trademark, rated capacity weight if over 100 lb, drawing number, and serial number when applicable.



Rigging Hardware Worksheet (cont)
	Applicable
	Check only those items that are applicable to this lift.

	Yes
	No
	Dynamometers and precision load position devices have traceable documentation or tagging with load test date and are marked by manufacturer with name or trademark and rated capacity.

	
	
	Permanently installed rigging hardware on engineered equipment installed by manufacturer without load test documentation is approved for use by rigging specialist and inspected by qualified inspector before use.

	
	
	Taglines will be needed for load positioning.


Items checked with yes are applicable to this lift and should be identified in the lift plan.
Reviewer _____________________________________________
Date _______________
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