Wire Rope Replacement Checklist

	Equipment Identification and Location:  

	Date of replacement rope installation:  

	Rope Manufacturer:  

	Diameter:
	Strands:
	Wires/strand:
	Lay:

	Wire rope purchase order number:

	Grade of wire:
	Type of core:
	Nominal strength:

	PRIOR TO INITIAL LOAD CYCLE
	OK
	N/A

	Rope attachment points properly installed
	
	

	Fasteners properly torqued


Record torque value applied at drum attachment:  


Record torque value applied at dead end:  
	
	

	Overhead crane or hoist


No less than two full wraps on drum with hook at lower limit
	
	

	Mobile crane


Neither load nor boom lowering will result in less than two full wraps on the respective drum.
	
	

	Reeving in accordance with manufacturer’s recommendation
	
	

	INITIAL LOAD CYCLE
	
	

	Initial load cycle performed (maximum down to maximum up position 8 to 10 times with 10% to 20% of rate load
	
	

	After Initial Load Cycle, re-torque impact rope attachment points (drum and dead end)
	
	

	Rope manufacturer’s certification placed in equipment maintenance file
	
	

	Comments:

Qualified Inspector:  


(print name)
(signature)

Place the most recently completed form in the equipment maintenance file.


