Construction Safety and Health Plan

	Scaffolds Inspection Checklist

	Location: 

	Qualified Scaffolding Representative

Name:
Inspection/Walkdown Date:

	Scaffolding Custodian

Name:
Inspection/Walkdown Date:

	Scaffold weight load limitations:

	Additional hazard protection systems required for users (if any  --  e.g., fall protection, head protection, hazard signs):



	Inspection Item
	Yes
	No
	Comment 

	Hazards to scaffold erectors or users associated with the building structure, systems, or adjacent work areas are mitigated. 
	
	
	

	Other safety hazards are controlled such as pinch points, hot surfaces, or electrical.
	
	
	

	A completed scaffold status tag is attached near the access point.
	
	
	

	Ladder, stairway, or special design framing is installed for access.
	
	
	

	Scaffold unit is plumb and level, and resting on stable footing and a firm foundation (including base plates on supported scaffolds).
	
	
	

	Diagonal cross bracing is in place to support legs.
	
	
	

	Guying, tying, or bracing is installed to maintain scaffold unit stability where height to base size exceeds a 4:1 ration.
	
	
	

	Working level platform(s) is fully planked between guardrails and secured to prevent movement.
	
	
	

	Indoor scaffold: Pressure impregnated fire retardant wood is used, OR materials that meet the requirements in the Fire Prevention and Life Safety section of the Facility Fire Protection subject area (http://sbms.pnl.gov/standard/96/9601d010.htm).
	
	
	

	Platform is free of debris and slipping/tripping hazards. 
	
	
	

	Platform guardrails are firmly in place on all open sides/ends, where required.
	
	
	

	Installed toe boards, screening at the working platform level(s), area barricades, or canopies, provide falling object protection.
	
	
	

	Fall protection is documented and reviewed by scaffold users and erectors, where required.
	
	
	

	The scaffold does not block exits, egress, paths, fire alarms, and fire suppression systems.
	
	
	


[image: image1.png]



2.0/pd35e160.doc
Page 1 of 1
(9/04)

